Photo Chrome R-28

8 Channel Continuous |nk S/stem

Installation Instructions
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Thick end of air filter goes
into reservoir
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You will find that the red lights above the cartridges will all be
on. To reset these lights, ensure that the ink carriage is in the
ink change position by pressing the middle ink change button
on the printer (see reset pic 1).



To gain access to the cartridges, unclip the ink tubes (see
reset pics 2 and 3).

Gently squeeze the left hand reset switch between your
finger and thumb (see reset pic 4) and then the right hand
reset switch in the same way (see reset pic 5).

Replace the tubes back into the clip (see reset Pic 2), and
press the ink change button once more (see reset pic 1) —
the carriage then moves left and right, and after this
sequence, the lights all go out.

In use, occasionally you will find that a light will come on,
indicating that the printer requires a new cartridge — simply
follow the above procedure, if the light is one of the left hand
four lights, only reset the left hand switch, and if the light is
one of the right hand four lights, only reset the right hand
switch.

You cannot pre-empt a reset, so you can only reset your
Lyson CIS cartridges when a light comes on. Ignore the
status monitor, which will show a spurious indication of ink
level, not connected with the actual ink levels in your
reservaoirs.

If the reset procedure fails at any time, please contact your
Lyson Dealer immediately.
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